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LED RPAR Series

The ALBUS LED PAR series is suitable for application in locomotive headlamps, aircraft

landing lights, and residential and commercial recessed lights.

The long life span

and low wattage of the ALBUS LED PAR Lamps are perfect for high usage illumination

requirements.

LED PAR 16

Input Voltage : 110 ~ 240 VAC
Input Power : 5W

Beam Angle : 24°

Lifespan : > 35000 Hours

Base : E27 / E26

IP Protection : IP 65

Color : Warm / Pure / Cool

Certificate : CUL / UL / CE / GS / RoHS

Product Material : Molded Ceramic with Aluminium & Crystal Glass

LED PAR 20

Input Voltage : 110 ~ 240 VAC
Input Power : 9W

Beam Angle : 24°

Lifespan : > 35000 Hours

Base : E27 / E26

IP Protection : IP 65

Color : Warm / Pure / Cool

Certificate : CUL / UL / CE / GS / RoHS

Product Material : Molded Ceramic with Aluminium & Crystal Glass

LED PAR 30

Input Voltage : 110 ~ 240 VAC
Input Power : 13W

Beam Angle : 24°

Lifespan : > 35000 Hours

Base : E27 / E26

IP Protection : IP 65

Color : Warm / Pure / Cool

Certificate : CUL / UL / CE / GS / RoHS

Product Material : Molded Ceramic with Aluminium & Crystal Glass

\&,\;\(\\‘.h LED PAR 36
Y

Input Voltage : 110 ~ 240 VAC
Input Power : 15W

Beam Angle : 24°

Lifespan : > 35000 Hours

Base : E27 / E26

IP Protection : IP 65

Color : Warm / Pure / Cool

Certificate : CUL/ UL / CE / GS / RoHS

Product Material : Molded Ceramic with Aluminium & Crystal Glass
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